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PLANTS SPECIFICATION, CONT.

UNIT MASONRY SPECIFICATIONS

TREE, SHRUB, AND VINE PLANTING

INSPECTION: AT TIME OF PLANTING, VERIFY THAT ROOT FLARE IS VISIBLE AT TOP OF ROOT BALL
ACCORDING TO ANSI Z60.1. IF ROOT FLARE IS NOT VISIBLE, REMOVE SOIL IN A LEVEL MANNER FROM
THE ROOT BALL TO WHERE THE TOP-MOST ROOT EMERGES FROM THE TRUNK. AFTER SOIL REMOVAL
TO EXPOSE THE ROOT FLARE, VERIFY THAT ROOT BALL STILL MEETS SIZE REQUIREMENTS.

ROOTS: REMOVE STEM GIRDLING ROOTS AND KINKED ROOTS. REMOVE INJURED ROOTS BY CUTTING
CLEANLY; DO NOT BREAK.

BALLED AND BURLAPPED STOCK: SET EACH PLANT PLUMB AND IN CENTER OF PLANTING PIT OR
TRENCH WITH ROOT FLARE 1 INCH ABOVE ADJACENT FINISH GRADES.

1. BACKFILL: PLANTING SOIL PER PLANTING SOILS SPECIFICATION.

2. AFTER PLACING SOME BACKFILL AROCUND ROOT BALL TO STABILIZE PLANT, CAREFULLY CUT AND
REMOVE BURLAP, ROPE, AND WIRE BASKETS FROM TOPS OF ROOT BALLS AND FROM SIDES, BUT
DO NOT REMOVE FROM UNDER ROOT BALLS. REMOVE PALLETS, IF ANY, BEFORE SETTING. DO NOT
USE PLANTING STOCK IF ROOT BALL IS CRACKED OR BROKEN BEFORE OR DURING PLANTING
OPERATION.

3. BACKFILL AROUND ROOT BALL IN LAYERS, TAMPING TO SETTLE SOIL AND ELIMINATE VOIDS AND
AIR POCKETS. WHEN PLANTING PIT IS APPROXIMATELY ONE-HALF FILLED, WATER THOROUGHLY
BEFORE PLACING REMAINDER OF BACKFILL. REPEAT WATERING UNTIL NO MORE WATER IS
ABSORBED.

4. CONTINUE BACKEFILLING PROCESS. WATER AGAIN AFTER PLACING AND TAMPING FINAL LAYER OF
SOIL.

CONTAINER-GROWN STOCK: SET EACH PLANT PLUMB AND IN CENTER OF PLANTING PIT OR TRENCH

WITH ROOT FLARE 1 INCH ABOVE ADJACENT FINISH GRADES.

1. BACKFILL: PLANTING SOIL PER PLANTING SOILS SPECIFICATION.

2. CAREFULLY REMOVE ROOT BALL FROM CONTAINER WITHOUT DAMAGING ROOT BALL OR PLANT.

3. BACKFILL AROUND ROOT BALL IN LAYERS, TAMPING TO SETTLE SOIL AND ELIMINATE VOIDS AND
AIR POCKETS. WHEN PLANTING PIT IS APPROXIMATELY ONE-HALF FILLED, WATER THOROUGHLY
BEFORE PLACING REMAINDER OF BACKFILL. REPEAT WATERING UNTIL NO MORE WATER IS
ABSORBED.

4. CONTINUE BACKEFILLING PROCESS. WATER AGAIN AFTER PLACING AND TAMPING FINAL LAYER OF
SOIL.

SLOPES: WHEN PLANTING ON SLOPES, SET THE PLANT SO THE ROOT FLARE ON THE UPHILL SIDE IS
FLUSH WITH THE SURROUNDING SOIL ON THE SLOPE; THE EDGE OF THE ROOT BALL ON THE
DOWNHILL SIDE WILL BE ABOVE THE SURROUNDING SOIL. APPLY ENOUGH SOIL TO COVER THE
DOWNHILL SIDE OF THE ROOT BALL.

MECHANIZED TREE-SPADE PLANTING

1. TREES MAY BE PLANTED WITH AN APPROVED MECHANIZED TREE SPADE AT THE DESIGNATED
LOCATIONS. DO NOT USE TREE SPADE TO MOVE TREES LARGER THAN THE MAXIMUM SIZE
ALLOWED FOR A SIMILAR FIELD-GROWN, BALLED-AND-BURLAPPED ROOT-BALL DIAMETER
ACCORDING TO ANSI 260.1, OR LARGER THAN MANUFACTURER'S MAXIMUM SIZE
RECOMMENDATION FOR THE TREE SPADE BEING USED, WHICHEVER IS SMALLER.

2. USE THE SAME TREE SPADE TO EXCAVATE THE PLANTING HOLE AS WILL BE USED TO EXTRACT
AND TRANSPORT THE TREE.

3. WHEN EXTRACTING THE TREE, CENTER THE TRUNK WITHIN THE TREE SPADE AND MOVE TREE
WITH A SOLID BALL OF EARTH.

4. CUT EXPOSED ROOTS CLEANLY DURING TRANSPLANTING OPERATIONS.

PLANT TREES FOLLOWING PROCEDURES IN "TREE, SHRUB, AND VINE PLANTING" ARTICLE.

6. WHERE POSSIBLE, ORIENT THE TREE IN THE SAME DIRECTION AS IN ITS ORIGINAL LOCATION.

o

TREE, SHRUB, AND VINE PRUNING
1. REMOVE ONLY DEAD, DYING, OR BROKEN BRANCHES. DO NOT PRUNE FOR SHAPE.
2. DO NOT APPLY PRUNING PAINT TO WOUNDS.

GROUND COVER AND PLANT PLANTING

1. SET OUT AND SPACE GROUND COVER AND PLANTS OTHER THAN TREES, SHRUBS, AND VINES AS
INDICATED ON DRAWINGS IN EVEN ROWS WITH TRIANGULAR SPACING.

2. USE PLANTING SOIL PER PLANTING SOIL SPECIFICATION FOR BACKFILL.

DIG HOLES LARGE ENOUGH TO ALLOW SPREADING OF ROOTS.

4. FOR ROOTED CUTTING PLANTS SUPPLIED IN FLATS, PLANT EACH IN A MANNER THAT MINIMALLY
DISTURBS THE ROOT SYSTEM BUT TO A DEPTH NOT LESS THAN TWO NODES.

5. WORK SOIL AROUND ROOTS TO ELIMINATE AIR POCKETS AND LEAVE A SLIGHT SAUCER
INDENTATION AROUND PLANTS TO HOLD WATER.

6. WATER THOROUGHLY AFTER PLANTING, TAKING CARE NOT TO COVER PLANT CROWNS WITH WET
SOIL.

7. PROTECT PLANTS FROM HOT SUN AND WIND; REMOVE PROTECTION IF PLANTS SHOW EVIDENCE
OF RECOVERY FROM TRANSPLANTING SHOCK.

w

PLANTING AREA MULCHING

MULCH BACKFILLED SURFACES OF PLANTING AREAS AND OTHER AREAS INDICATED.

1. TREES IN TURF AREAS: APPLY ORGANIC MULCH RING OF 2-INCH AVERAGE THICKNESS, WITH
18-INCH RADIUS AROUND TRUNKS OR STEMS. DO NOT PLACE MULCH WITHIN 3 INCHES OF TRUNKS
OR STEMS.

2. ORGANIC MULCH IN PLANTING AREAS: APPLY 2-INCH AVERAGE THICKNESS OF ORGANIC MULCH
OVER WHOLE SURFACE OF PLANTING AREA, AND FINISH LEVEL WITH ADJACENT FINISH GRADES.
DO NOT PLACE MULCH WITHIN 3 INCHES OF TRUNKS OR STEMS.

EDGING INSTALLATION

SHOVEL-CUT EDGING: SEPARATE MULCHED AREAS FROM TURF AREAS, CURBS, AND PAVING WITH A
45-DEGREE, 4- TO 6-INCH-DEEP, SHOVEL-CUT EDGE.

INSTALLING SLOW-RELEASE WATERING DEVICE
1. PROVIDE ONE DEVICE FOR EACH TREE.

2. PLACE DEVICE ON TOP OF THE MULCH AT BASE OF TREE STEM AND FILL WITH WATER ACCORDING
TO MANUFACTURER'S WRITTEN INSTRUCTIONS.

PLANT MAINTENANCE

1. MAINTAIN PLANTINGS BY PRUNING, CULTIVATING, WATERING, WEEDING, FERTILIZING, MULCHING,
RESTORING PLANTING SAUCERS, ADJUSTING AND REPAIRING TREE-STABILIZATION DEVICES,
RESETTING TO PROPER GRADES OR VERTICAL POSITION, AND PERFORMING OTHER OPERATIONS
AS REQUIRED TO ESTABLISH HEALTHY, VIABLE PLANTINGS.

2. FILL IN, AS NECESSARY, SOIL SUBSIDENCE THAT MAY OCCUR BECAUSE OF SETTLING OR OTHER
PROCESSES. REPLACE MULCH MATERIALS DAMAGED OR LOST IN AREAS OF SUBSIDENCE.

3. APPLY TREATMENTS AS REQUIRED TO KEEP PLANT MATERIALS, PLANTED AREAS, AND SOILS FREE
OF PESTS AND PATHOGENS OR DISEASE. USE INTEGRATED PEST MANAGEMENT PRACTICES
WHEN POSSIBLE TO MINIMIZE USE OF PESTICIDES AND REDUCE HAZARDS. TREATMENTS INCLUDE
PHYSICAL CONTROLS SUCH AS HOSING OFF FOLIAGE, MECHANICAL CONTROLS SUCH AS TRAPS,
AND BIOLOGICAL CONTROL AGENTS.

4. ORNAMENTAL GRASSES SHALL BE CUT BACK IN EARLY SPRING.

PESTICIDE APPLICATION

1. APPLY PESTICIDES AND OTHER CHEMICAL PRODUCTS AND BIOLOGICAL CONTROL AGENTS
ACCORDING TO AUTHORITIES HAVING JURISDICTION AND MANUFACTURER'S WRITTEN
RECOMMENDATIONS. COORDINATE APPLICATIONS WITH OWNER'S OPERATIONS AND OTHERS IN
PROXIMITY TO THE WORK. NOTIFY OWNER BEFORE EACH APPLICATION IS PERFORMED.

2. PRE-EMERGENT HERBICIDES (SELECTIVE AND NONSELECTIVE): APPLY TO TREE, SHRUB, AND
GROUND-COVER AREAS ACCORDING TO MANUFACTURER'S WRITTEN RECOMMENDATIONS. DO
NOT APPLY TO SEEDED AREAS.

3. POST-EMERGENT HERBICIDES (SELECTIVE AND NONSELECTIVE): APPLY ONLY AS NECESSARY TO
TREAT ALREADY-GERMINATED WEEDS AND ACCORDING TO MANUFACTURER'S WRITTEN
RECOMMENDATIONS.

REPAIR AND REPLACEMENT

GENERAL: REPAIR OR REPLACE EXISTING OR NEW TREES AND OTHER PLANTS THAT ARE DAMAGED

BY CONSTRUCTION OPERATIONS, IN A MANNER APPROVED BY ARCHITECT.

1. SUBMIT DETAILS OF PROPOSED PRUNING AND REPAIRS.

2. PERFORM REPAIRS OF DAMAGED TRUNKS, BRANCHES, AND ROOTS WITHIN 24 HOURS, IF
APPROVED.

3. REPLACE TREES AND OTHER PLANTS THAT CANNOT BE REPAIRED AND RESTORED TO
FULL-GROWTH STATUS, AS DETERMINED BY ARCHITECT.

REMOVE AND REPLACE TREES THAT ARE MORE THAN 25 PERCENT DEAD OR IN AN UNHEALTHY
CONDITION BEFORE THE END OF THE CORRECTIONS PERIOD OR ARE DAMAGED DURING
CONSTRUCTION OPERATIONS THAT ARCHITECT DETERMINES ARE INCAPABLE OF RESTORING TO
NORMAL GROWTH PATTERN.

1. PROVIDE NEW PLANTS OF SAME SIZE AND SPECIES AS THOSE BEING REPLACED.

CLEANING AND PROTECTION

1. DURING PLANTING, KEEP ADJACENT PAVING AND CONSTRUCTION CLEAN AND WORK AREA IN AN
ORDERLY CONDITION. CLEAN WHEELS OF VEHICLES BEFORE LEAVING SITE TO AVOID TRACKING
SOIL ONTO ROADS, WALKS, OR OTHER PAVED AREAS.

2. REMOVE SURPLUS SOIL AND WASTE MATERIAL INCLUDING EXCESS SUBSOIL, UNSUITABLE SOIL,
TRASH, AND DEBRIS AND LEGALLY DISPOSE OF THEM OFF OWNER'S PROPERTY.

3. PROTECT PLANTS FROM DAMAGE DUE TO LANDSCAPE OPERATIONS AND OPERATIONS OF OTHER
CONTRACTORS AND TRADES. MAINTAIN PROTECTION DURING INSTALLATION AND MAINTENANCE
PERIODS. TREAT, REPAIR, OR REPLACE DAMAGED PLANTINGS.

4. AFTER INSTALLATION AND BEFORE PROJECT COMPLETION, REMOVE NURSERY TAGS, NURSERY
STAKES, TIE TAPE, LABELS, WIRE, BURLAP, AND OTHER DEBRIS FROM PLANT MATERIAL, PLANTING
AREAS, AND PROJECT SITE.

5. AT TIME OF SUBSTANTIAL COMPLETION, VERIFY THAT TREE-WATERING DEVICES ARE IN GOOD
WORKING ORDER AND LEAVE THEM IN PLACE. REPLACE IMPROPERLY FUNCTIONING DEVICES.

MAINTENANCE SERVICE

MAINTENANCE SERVICE FOR PLANTS: PROVIDE MAINTENANCE BY SKILLED EMPLOYEES OF
LANDSCAPE INSTALLER. MAINTAIN AS REQUIRED IN "PLANT MAINTENANCE" ARTICLE. BEGIN
MAINTENANCE IMMEDIATELY AFTER PLANTS ARE INSTALLED AND CONTINUE UNTIL PLANTINGS ARE
ACCEPTABLY HEALTHY AND WELL ESTABLISHED, BUT FOR NOT LESS THAN MAINTENANCE PERIOD
BELOW:

1. MAINTENANCE PERIOD: 12 MONTHS FROM DATE OF SUBSTANTIAL COMPLETION.

GENERAL: THE WORK IN THIS SECTION OF THE SPECIFICATIONS CONSISTS OF FURNISHING LABOR,
MATERIALS, APPLIANCES, TOOLS AND EQUIPMENT TO FURNISH AND INSTALL UNIT MASONRY AS
INDICATED ON THE DRAWINGS AND AS SPECIFIED HEREIN.

ACTION SUBMITTALS:
PRODUCT DATA: FOR EACH TYPE OF PRODUCT.

SHOP DRAWINGS:
1. MASONRY UNITS: SHOW SIZES, PROFILES, COURSING, AND LOCATIONS OF SPECIAL SHAPES.

2. REINFORCING STEEL: DETAIL BENDING, LAP LENGTHS, AND PLACEMENT OF UNIT MASONRY
REINFORCING BARS. COMPLY WITH ACI 315.

SAMPLES FOR INITIAL SELECTION:
1. BRICK VENEER.

2. CAST STONE.

3. WEEP HOLES/CAVITY VENTS.

INFORMATIONAL SUBMITTALS:

1. LIST OF MATERIALS USED IN CONSTRUCTING MOCKUPS: LIST GENERIC PRODUCT NAMES
TOGETHER WITH MANUFACTURERS, MANUFACTURERS' PRODUCT NAMES, MODEL NUMBERS, LOT
NUMBERS, BATCH NUMBERS, SOURCE OF SUPPLY, AND OTHER INFORMATION AS REQUIRED TO
IDENTIFY MATERIALS USED. INCLUDE MIX PROPORTIONS FOR MORTAR AND GROUT AND SOURCE
OF AGGREGATES.

2. SUBMITTAL IS FOR INFORMATION ONLY. RECEIPT OF LIST DOES NOT CONSTITUTE APPROVAL OF
DEVIATIONS FROM THE CONTRACT DOCUMENTS UNLESS SUCH DEVIATIONS ARE SPECIFICALLY
BROUGHT TO THE ATTENTION OF ARCHITECT AND APPROVED IN WRITING.

MATERIAL CERTIFICATES: FOR EACH TYPE AND SIZE OF THE FOLLOWING:

MASONRY UNITS.

INTEGRAL WATER REPELLANT USED IN CMUS.

CEMENTITIOUS MATERIALS. INCLUDE NAME OF MANUFACTURER, BRAND NAME, AND TYPE.
MORTAR ADMIXTURES.

PREBLENDED, DRY MORTAR MIXES. INCLUDE DESCRIPTION OF TYPE AND PROPORTIONS OF
INGREDIENTS.

GROUT MIXES. INCLUDE DESCRIPTION OF TYPE AND PROPORTIONS OF INGREDIENTS.
JOINT REINFORCEMENT.
8. ANCHORS, TIES, AND METAL ACCESSORIES.

oML

No

MIX DESIGNS: FOR EACH TYPE OF MORTAR AND GROUT. INCLUDE DESCRIPTION OF TYPE AND

PROPORTIONS OF INGREDIENTS.

1. INCLUDE TEST REPORTS FOR MORTAR MIXES REQUIRED TO COMPLY WITH PROPERTY
SPECIFICATION. TEST ACCORDING TO ASTM C 109/C 109M FOR COMPRESSIVE STRENGTH,
ASTM C 1506 FOR WATER RETENTION, AND ASTM C 91/C 91M FOR AIR CONTENT.

2. INCLUDE TEST REPORTS, ACCORDING TO ASTMC 1019, FOR GROUT MIXES REQUIRED TO
COMPLY WITH COMPRESSIVE STRENGTH REQUIREMENT.

STATEMENT OF COMPRESSIVE STRENGTH OF MASONRY: FOR EACH COMBINATION OF MASONRY
UNIT TYPE AND MORTAR TYPE, PROVIDE STATEMENT OF AVERAGE NET-AREA COMPRESSIVE
STRENGTH OF MASONRY UNITS, MORTAR TYPE, AND RESULTING NET-AREA COMPRESSIVE
STRENGTH OF MASONRY DETERMINED ACCORDING TO TMS 602/ACI 530.1/ASCE 6.

COLD-WEATHER AND HOT-WEATHER PROCEDURES: DETAILED DESCRIPTION OF METHODS,
MATERIALS, AND EQUIPMENT TO BE USED TO COMPLY WITH REQUIREMENTS.

QUALITY ASSURANCE:

MOCKUPS: BUILD MOCKUPS TO VERIFY SELECTIONS MADE UNDER SAMPLE SUBMITTALS, TO

DEMONSTRATE AESTHETIC EFFECTS, AND TO SET QUALITY STANDARDS FOR MATERIALS AND

EXECUTION.

1. BUILD MOCKUPS FOR EACH TYPE OF EXPOSED UNIT MASONRY CONSTRUCTION IN SIZES
APPROXIMATELY 48 INCHES LONG BY FULL HEIGHT AND WIDTH OF WALL, INCLUDING FACE AND
BACKUP WYTHES AND ACCESSORIES.

2. WHERE MASONRY IS TO MATCH EXISTING, ERECT MOCKUPS ADJACENT AND PARALLEL TO
EXISTING SURFACE.

3. CLEAN EXPOSED FACES OF MOCKUPS WITH MASONRY CLEANER AS INDICATED.

PROTECT ACCEPTED MOCKUPS FROM THE ELEMENTS WITH WEATHER-RESISTANT MEMBRANE.

5. APPROVAL OF MOCKUPS IS FOR COLOR, TEXTURE, AND BLENDING OF MASONRY UNITS;
RELATIONSHIP OF MORTAR AND SEALANT COLORS TO MASONRY UNIT COLORS; TOOLING OF
JOINTS; AND AESTHETIC QUALITIES OF WORKMANSHIP.

a. APPROVAL OF MOCKUPS IS ALSO FOR OTHER MATERIAL AND CONSTRUCTION QUALITIES
SPECIFICALLY APPROVED BY ARCHITECT IN WRITING.

b. APPROVAL OF MOCKUPS DOES NOT CONSTITUTE APPROVAL OF DEVIATIONS FROM THE
CONTRACT DOCUMENTS CONTAINED IN MOCKUPS UNLESS ARCHITECT SPECIFICALLY
APPROVES SUCH DEVIATIONS IN WRITING.

6. SUBJECT TO COMPLIANCE WITH REQUIREMENTS, APPROVED MOCKUPS MAY BECOME PART OF
THE COMPLETED WORK IF UNDISTURBED AT TIME OF SUBSTANTIAL COMPLETION.

>

DELIVERY, STORAGE, AND HANDLING:

STORE MASONRY UNITS ON ELEVATED PLATFORMS IN A DRY LOCATION. IF UNITS ARE NOT STORED
IN AN ENCLOSED LOCATION, COVER TOPS AND SIDES OF STACKS WITH WATERPROOF SHEETING,
SECURELY TIED. IF UNITS BECOME WET, DO NOT INSTALL UNTIL THEY ARE DRY.

STORE CEMENTITIOUS MATERIALS ON ELEVATED PLATFORMS, UNDER COVER, AND IN A DRY
LOCATION. DO NOT USE CEMENTITIOUS MATERIALS THAT HAVE BECOME DAMP.

STORE AGGREGATES WHERE GRADING AND OTHER REQUIRED CHARACTERISTICS CAN BE
MAINTAINED AND CONTAMINATION AVOIDED.

DELIVER PREBLENDED, DRY MORTAR MIX IN MOISTURE-RESISTANT CONTAINERS. STORE
PREBLENDED, DRY MORTAR MIX IN DELIVERY CONTAINERS ON ELEVATED PLATFORMS IN A DRY
LOCATION OR IN COVERED WEATHERPROOF DISPENSING SILOS.

STORE MASONRY ACCESSORIES, INCLUDING METAL ITEMS, TO PREVENT CORROSION AND
ACCUMULATION OF DIRT AND OIL.

FIELD CONDITIONS

PROTECTION OF MASONRY: DURING CONSTRUCTION, COVER TOPS OF WALLS, PROJECTIONS, AND
SILLS WITH WATERPROOF SHEETING AT END OF EACH DAY'S WORK. COVER PARTIALLY COMPLETED
MASONRY WHEN CONSTRUCTION IS NOT IN PROGRESS.

1. EXTEND COVER A MINIMUM OF 24 INCHES DOWN BOTH SIDES OF WALLS, AND HOLD COVER
SECURELY IN PLACE.

2. STAIN PREVENTION: PREVENT GROUT, MORTAR, AND SOIL FROM STAINING THE FACE OF
MASONRY TO BE LEFT EXPOSED OR PAINTED. IMMEDIATELY REMOVE GROUT, MORTAR, AND SOIL
THAT COME IN CONTACT WITH SUCH MASONRY.

3. PROTECT BASE OF WALLS FROM RAIN-SPLASHED MUD AND FROM MORTAR SPLATTER BY
SPREADING COVERINGS ON GROUND AND OVER WALL SURFACE.

4. PROTECT SILLS, LEDGES, AND PROJECTIONS FROM MORTAR DROPPINGS.

5. PROTECT SURFACES OF WINDOW AND DOOR FRAMES, AS WELL AS SIMILAR PRODUCTS WITH
PAINTED AND INTEGRAL FINISHES, FROM MORTAR DROPPINGS.

6. TURN SCAFFOLD BOARDS NEAR THE WALL ON EDGE AT THE END OF EACH DAY TO PREVENT RAIN
FROM SPLASHING MORTAR AND DIRT ONTO COMPLETED MASONRY.

7. COLD-WEATHER REQUIREMENTS: DO NOT USE FROZEN MATERIALS OR MATERIALS MIXED OR
COATED WITH ICE OR FROST. DO NOT BUILD ON FROZEN SUBSTRATES. REMOVE AND REPLACE
UNIT MASONRY DAMAGED BY FROST OR BY FREEZING CONDITIONS. COMPLY WITH
COLD-WEATHER CONSTRUCTION REQUIREMENTS CONTAINED IN TMS 602/ACI 530.1/ASCE 6.

8. COLD-WEATHER CLEANING: USE LIQUID CLEANING METHODS ONLY WHEN AIR TEMPERATURE IS
40 DEG F AND HIGHER AND WILL REMAIN SO UNTIL MASONRY HAS DRIED, BUT NOT LESS THAN
SEVEN DAYS AFTER COMPLETING CLEANING.

9. HOT-WEATHER REQUIREMENTS: COMPLY WITH HOT-WEATHER CONSTRUCTION REQUIREMENTS
CONTAINED IN TMS 602/ACI 530.1/ASCE 6.

PRODUCTS:

SOURCE LIMITATIONS FOR MASONRY UNITS: OBTAIN EXPOSED MASONRY UNITS OF A UNIFORM
TEXTURE AND COLOR, OR A UNIFORM BLEND WITHIN THE RANGES ACCEPTED FOR THESE
CHARACTERISTICS, FROM SINGLE SOURCE FROM SINGLE MANUFACTURER FOR EACH PRODUCT
REQUIRED.

SOURCE LIMITATIONS FOR MORTAR MATERIALS: OBTAIN MORTAR INGREDIENTS OF A UNIFORM
QUALITY, INCLUDING COLOR FOR EXPOSED MASONRY, FROM SINGLE MANUFACTURER FOR EACH
CEMENTITIOUS COMPONENT AND FROM SINGLE SOURCE OR PRODUCER FOR EACH AGGREGATE.

UNIT MASONRY:

MASONRY STANDARD: COMPLY WITH TMS 602/ACI530.1/ASCE 6, EXCEPT AS MODIFIED BY
REQUIREMENTS IN THE CONTRACT DOCUMENTS.

DEFECTIVE UNITS: REFERENCED MASONRY UNIT STANDARDS MAY ALLOW A CERTAIN PERCENTAGE
OF UNITS TO CONTAIN CHIPS, CRACKS, OR OTHER DEFECTS EXCEEDING LIMITS STATED. DO NOT
USE UNITS WHERE SUCH DEFECTS ARE EXPOSED IN THE COMPLETED WORK.

CONCRETE MASONRY UNITS:

SHAPES: PROVIDE SHAPES INDICATED AND AS FOLLOWS, WITH EXPOSED SURFACES MATCHING
EXPOSED FACES OF ADJACENT UNITS UNLESS OTHERWISE INDICATED.

1. PROVIDE SPECIAL SHAPES FOR LINTELS, CORNERS, JAMBS, SASHES, MOVEMENT JOINTS,
HEADERS, BONDING, AND OTHER SPECIAL CONDITIONS.

2. PROVIDE SQUARE-EDGED UNITS FOR OUTSIDE CORNERS UNLESS OTHERWISE INDICATED.

CMUS: ASTM C 90.
1. DENSITY CLASSIFICATION: NORMAL WEIGHT.
2. SIZE (WIDTH): MANUFACTURED TO DIMENSIONS 3/8 INCH LESS THAN NOMINAL DIMENSIONS.

BRICK VENEER:

1. BASIS OF DESIGN: MODULAR CAROLINA ROSE BY THE BELDEN BRICK COMPANY, OR APPROVED
EQUAL. P.O. BOX 20910 CANTON, OHIO 44701. PHONE: 330-456-0031. MATCH BRICK TO EXISTING
WALLS. PROVIDE SAMPLES OF BRICK FOR REVIEW AND APPROVAL BY LANDSCAPE ARCHITECT.

WALL COPING:

1. BASIS OF DESIGN: CUSTOM CAST STONE BEVELED WALL COPING 3" H X 18" W X 24" L; PRODUCT
ID: WCBV-3 OR APPROVED EQUAL. COLOR TO BE LIGHT BUFF. MATCH DIMENSIONS AND FINISH OF
EXISTING CAPS. PROVIDE SAMPLES OF WALL COPING FOR REVIEW AND APPROVAL BY
LANDSCAPE ARCHITECT.

WALL BANDING:

1. BASIS OF DESIGN: CUSTOM CAST STONE BULLNOSE WALL BANDING 2" H X 5" W X 24" L; PRODUCT
ID: BNDBN-2S, OR APPROVED EQUAL. COLOR TO BE LIGHT BUFF. MATCH FINISH OF EXISTING
CAPS. PROVIDE SAMPLES OF WALL BANDING FOR REVIEW AND APPROVAL BY LANDSCAPE
ARCHITECT.

STONE VENEER:

1. BASIS OF DESIGN: CUSTOM CAST STONE SMOOTH MASONRY VENEER 16" H X 4" W X 24" L;
PRODUCT ID: CCS-116, OR APPROVED EQUAL. COLOR TO BE LIGHT BUFF. MATCH FINISH OF
EXISTING CAPS. PROVIDE SAMPLES OF WALL BANDING FOR REVIEW AND APPROVAL BY
LANDSCAPE ARCHITECT.

MORTAR AND GROUT MATERIALS:
MANUFACTURER: FLAMINGO-BRIXMENT.
1. PRODUCT: M-10, OR APPROVED EQUAL. MIXED ON SITE TO MATCH EXISTING WALLS.

GENERAL: COMPLYING WITH C 270. TYPES AS FOLLOWS:
1. TYPE M FOR ALL STONE MASONRY, ABOVE AND BELOW GRADE AND IN FLOOD CONDITIONS.
2. TYPE N FOR POINTING ALL STONE WORK EXPOSED TO VIEW.

FACTORY BLENDED AND DELIVERED TO THE SITE.

1. GENERAL: COMPLYING WITH ASTM C 1142, FACTORY BLENDED. TYPES AS FOLLOWS:
a. TYPE RS ALL CONDITIONS ABOVE GRADE EXPOSED TO VIEW EXCEPT AS FOLLOWS:
b. TYPE RM FOR BELOW GRADE CONDITIONS.

PIGMENTS: CHEMICALLY INERT SYNTHETIC IRON OXIDE PIGMENTS, LIGHTFAST, WEATHER
RESISTANT, COMPLYING WITH ASTM C 979

1. MORTAR COLOR: AS SELECTED BY LANDSCAPE ARCHITECT FROM MANUFACTURER'S FULL RANGE
OF STANDARD COLORS.

AGGREGATE FOR MORTAR: ASTM C 144.

1. FOR MORTAR THAT IS EXPOSED TO VIEW, USE WASHED AGGREGATE CONSISTING OF NATURAL
SAND OR CRUSHED STONE.

2. FOR JOINTS LESS THAN 1/4 INCH THICK, USE AGGREGATE GRADED WITH 100 PERCENT PASSING
THE NO. 16 SIEVE.

3. WHITE-MORTAR AGGREGATES: NATURAL WHITE SAND OR CRUSHED WHITE STONE.
4. COLORED-MORTAR AGGREGATES: NATURAL SAND OR CRUSHED STONE OF COLOR NECESSARY

TO PRODUCE REQUIRED MORTAR COLOR.
AGGREGATE FOR GROUT: ASTM C 404.
WATER: POTABLE.

TIES AND ANCHORS:

GENERAL: TIES AND ANCHORS SHALL EXTEND AT LEAST 1-1/2 INCHES INTO VENEER BUT WITH AT
LEAST A 5/8-INCH COVER ON OUTSIDE FACE.
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UNIT MASONRY SPECIFICATIONS (CONT.)

MATERIALS: PROVIDE TIES AND ANCHORS SPECIFIED IN THIS ARTICLE THAT ARE MADE FROM
MATERIALS THAT COMPLY WITH THE FOLLOWING UNLESS OTHERWISE INDICATED:

1. HOT-DIP GALVANIZED, CARBON-STEEL WIRE: ASTM A 82/A 82M, WITH ASTM A 153/A 153M,
CLASS B-2 COATING.

2. STEEL SHEET, GALVANIZED AFTER FABRICATION: ASTM A 1008/A 1008M, COMMERCIAL STEEL,
WITH ASTM A 153/A 153M, CLASS B COATING.

3. STEEL PLATES, SHAPES, AND BARS: ASTM A 36/A 36M.

INDIVIDUAL WIRE TIES: RECTANGULAR UNITS WITH CLOSED ENDS AND NOT LESS THAN 4 INCHES
WIDE.

1. Z-SHAPED TIES WITH ENDS BENT 90 DEGREES TO PROVIDE HOOKS NOT LESS THAN 2 INCHES
LONG MAY BE USED FOR MASONRY CONSTRUCTED FROM SOLID UNITS.

ADJUSTABLE MASONRY-VENEER ANCHORS:

1. GENERAL: PROVIDE ANCHORS THAT ALLOW VERTICAL ADJUSTMENT BUT RESIST A 100-LBF LOAD
IN BOTH TENSION AND COMPRESSION PERPENDICULAR TO PLANE OF WALL WITHOUT
DEFORMING OR DEVELOPING PLAY IN EXCESS OF 1/16 INCH.

2. FABRICATE SHEET METAL ANCHOR SECTIONS AND OTHER SHEET METAL PARTS FROM
0.105-INCH-THICK STEEL SHEET, GALVANIZED AFTER FABRICATION.

3. FABRICATE WIRE TIES FROM 0.187-INCH-DIAMETER, HOT-DIP GALVANIZED-STEEL WIRE UNLESS
OTHERWISE INDICATED.

4. CONTRACTOR'S OPTION: UNLESS OTHERWISE INDICATED, PROVIDE ANY OF THE ADJUSTABLE
MASONRY-VENEER ANCHORS SPECIFIED.

EMBEDDED FLASHING MATERIALS:

THROUGH-WALL FLASHING SHALL BE A SURFACE MOUNTED FLASHING, 40-MIL THICKNESS
COMPOSITE MEMBRANE WITH ADHESIVE BACKING. MEMBRANE SHALL BE POLYETHYLENE SHEET
MADE FROM MINIMUM 45% RECYCLED MATERIAL. MEMBRANE ADHESIVE SHALL BE
FACTORY-LAMINATED WITH REMOVABLE RELEASE PAPER. PROVIDE COMPATIBLE PRIMERS AND
ACCESSORIES.

MISCELLANEOUS MASONRY ACCESSORIES:
WEEP/CAVITY VENT PRODUCTS: USE THE FOLLOWING UNLESS OTHERWISE INDICATED:
1. ROUND PLASTIC WEEP/VENT TUBING: MEDIUM-DENSITY POLYETHYLENE, 3/8-INCH OD.

CAVITY DRAINAGE MATERIAL: FREE-DRAINING MESH, MADE FROM POLYMER STRANDS THAT WILL
NOT DEGRADE WITHIN THE WALL CAVITY.

1. CONFIGURATION: PROVIDE ONE OF THE FOLLOWING:

a. STRIPS, FULL DEPTH OF CAVITY AND 10 INCHES HIGH, WITH DOVETAIL-SHAPED NOTCHES
7 INCHES DEEP THAT PREVENT CLOGGING WITH MORTAR DROPPINGS.

b. SHEETS OR STRIPS, FULL DEPTH OF CAVITY AND INSTALLED TO FULL HEIGHT OF CAVITY.

MASONRY CLEANERS:

PROPRIETARY ACIDIC CLEANER: MANUFACTURER'S STANDARD-STRENGTH CLEANER DESIGNED FOR
REMOVING MORTAR/GROUT STAINS, EFFLORESCENCE, AND OTHER NEW CONSTRUCTION STAINS
FROM NEW MASONRY WITHOUT DISCOLORING OR DAMAGING MASONRY SURFACES. USE PRODUCT
EXPRESSLY APPROVED FOR INTENDED USE BY CLEANER MANUFACTURER AND MANUFACTURER OF
MASONRY UNITS BEING CLEANED.

MORTAR AND GROUT MIXES:

MIX MORTAR IN ACCORDANCE WITH THE PROPORTION REQUIREMENTS OF ASTM C 270 AND ASTM C
476 AS APPLICABLE. CONTROL BATCHING PROCEDURE TO ENSURE PROPER PROPORTIONS BY
MEASURING MATERIALS BY VOLUME. THE MASON SHALL CONTROL AMOUNT OF MIXING WATER AND
MORTAR CONSISTENCY.

1. ADD MORTAR COLOR AND ADMIXTURES IN ACCORDANCE WITH MANUFACTURER'S
INSTRUCTIONS. PROVIDE UNIFORMITY OF MIX AND COLORATION.

2. DO NOT USE ANTI-FREEZE COMPOUNDS TO LOWER THE FREEZING POINT OF MORTAR OR GROUT.

3. RETEMPERING WILL BE PERMITTED ONLY WITHIN THE FIRST TWO AND A HALF HOURS OF INITIAL
MIX. ANY MORTAR OR GROUT THAT HAS PARTIALLY SET SHALL BE DISCARDED.

4. POURING GROUT SHALL BE FLUID CONSISTENCY (AS FLUID AS POSSIBLE FOR POURING WITHOUT
SEPARATION OF CONSTITUENT PARTS) CONFORMING TO ASTM C 476 WITH COMPRESSIVE
STRENGTH OF 3000 POUNDS PER SQUARE INCH AT 28 DAYS.

5. PREBLENDED, DRY MORTAR MIX: FURNISH DRY MORTAR INGREDIENTS IN FORM OF A
PREBLENDED MIX. MEASURE QUANTITIES BY WEIGHT TO ENSURE ACCURATE PROPORTIONS, AND
THOROUGHLY BLEND INGREDIENTS BEFORE DELIVERING TO PROJECT SITE.

EXECUTION:

EXAMINE CONDITIONS, WITH INSTALLER PRESENT, FOR COMPLIANCE WITH REQUIREMENTS FOR
INSTALLATION TOLERANCES AND OTHER CONDITIONS AFFECTING PERFORMANCE OF THE WORK.

1. FOR THE RECORD, PREPARE WRITTEN REPORT, ENDORSED BY INSTALLER, LISTING CONDITIONS
DETRIMENTAL TO PERFORMANCE OF THE WORK.

2. VERIFY THAT FOUNDATIONS ARE WITHIN TOLERANCES SPECIFIED.
3. VERIFY THAT REINFORCING DOWELS ARE PROPERLY PLACED.
4. VERIFY THAT SUBSTRATES ARE FREE OF SUBSTANCES THAT IMPAIR MORTAR BOND.

BEFORE INSTALLATION, EXAMINE ROUGH-IN AND BUILT-IN CONSTRUCTION FOR PIPING SYSTEMS TO
VERIFY ACTUAL LOCATIONS OF PIPING CONNECTIONS.

PROCEED WITH INSTALLATION ONLY AFTER UNSATISFACTORY CONDITIONS HAVE BEEN
CORRECTED.

INSTALLATION:

THICKNESS: BUILD CAVITY AND COMPOSITE WALLS AND OTHER MASONRY CONSTRUCTION TO FULL
THICKNESS SHOWN. BUILD SINGLE-WYTHE WALLS TO ACTUAL WIDTHS OF MASONRY UNITS, USING
UNITS OF WIDTHS INDICATED.

BUILD CHASES AND RECESSES TO ACCOMMODATE ITEMS SPECIFIED IN THIS AND OTHER SECTIONS.

LEAVE OPENINGS FOR EQUIPMENT TO BE INSTALLED BEFORE COMPLETING MASONRY. AFTER
INSTALLING EQUIPMENT, COMPLETE MASONRY TO MATCH CONSTRUCTION IMMEDIATELY ADJACENT
TO OPENING.

USE FULL-SIZE UNITS WITHOUT CUTTING IF POSSIBLE. IF CUTTING IS REQUIRED TO PROVIDE A
CONTINUOUS PATTERN OR TO FIT ADJOINING CONSTRUCTION, CUT UNITS WITH MOTOR-DRIVEN
SAWS; PROVIDE CLEAN, SHARP, UNCHIPPED EDGES. ALLOW UNITS TO DRY BEFORE LAYING UNLESS
WETTING OF UNITS IS SPECIFIED. INSTALL CUT UNITS WITH CUT SURFACES AND, WHERE POSSIBLE,
CUT EDGES CONCEALED.

SELECT AND ARRANGE UNITS FOR EXPOSED UNIT MASONRY TO PRODUCE A UNIFORM BLEND OF
COLORS AND TEXTURES. MIX UNITS FROM SEVERAL PALLETS OR CUBES AS THEY ARE PLACED.

PATTERNING: AS INDICATED ON DRAWINGS.

TOLERANCES:

DIMENSIONS AND LOCATIONS OF ELEMENTS:

1. FOR DIMENSIONS IN CROSS SECTION OR ELEVATION, DO NOT VARY BY MORE THAN PLUS 1/2 INCH
OR MINUS 1/4 INCH.

2. FOR LOCATION OF ELEMENTS IN PLAN, DO NOT VARY FROM THAT INDICATED BY MORE THAN
PLUS OR MINUS 1/2 INCH.

3. FOR LOCATION OF ELEMENTS IN ELEVATION, DO NOT VARY FROM THAT INDICATED BY MORE
THAN PLUS OR MINUS 1/4 INCH IN A STORY HEIGHT OR 1/2 INCH TOTAL.

LINES AND LEVELS:

1. FOR BED JOINTS AND TOP SURFACES OF BEARING WALLS, DO NOT VARY FROM LEVEL BY MORE
THAN 1/4 INCH IN 10 FEET, OR 1/2-INCH MAXIMUM.

2. FOR CONSPICUOUS HORIZONTAL LINES, SUCH AS LINTELS, SILLS, PARAPETS, AND REVEALS, DO
NOT VARY FROM LEVEL BY MORE THAN 1/8 INCH IN 10 FEET, 1/4 INCH IN 20 FEET, OR 1/2-INCH
MAXIMUM.

3. FOR VERTICAL LINES AND SURFACES, DO NOT VARY FROM PLUMB BY MORE THAN 1/4 INCH IN 10
FEET, 3/8 INCH IN 20 FEET, OR 1/2-INCH MAXIMUM.

4. FOR CONSPICUOUS VERTICAL LINES, SUCH AS EXTERNAL CORNERS, DOOR JAMBS, REVEALS,
AND EXPANSION AND CONTROL JOINTS, DO NOT VARY FROM PLUMB BY MORE THAN 1/8 INCH IN
10 FEET, 1/4 INCH IN 20 FEET, OR 1/2-INCH MAXIMUM.

5. FOR LINES AND SURFACES, DO NOT VARY FROM STRAIGHT BY MORE THAN 1/4 INCH IN 10 FEET,
3/8 INCH IN 20 FEET, OR 1/2-INCH MAXIMUM.

6. FOR VERTICAL ALIGNMENT OF EXPOSED HEAD JOINTS, DO NOT VARY FROM PLUMB BY MORE
THAN 1/4 INCH IN 10 FEET OR 1/2-INCH MAXIMUM.

JOINTS:

1. FOR BED JOINTS, DO NOT VARY FROM THICKNESS INDICATED BY MORE THAN PLUS OR MINUS 1/8
INCH, WITH A MAXIMUM THICKNESS LIMITED TO 1/2 INCH.

2. FOR EXPOSED BED JOINTS, DO NOT VARY FROM BED-JOINT THICKNESS OF ADJACENT COURSES
BY MORE THAN 1/8 INCH.

3. FOR HEAD AND COLLAR JOINTS, DO NOT VARY FROM THICKNESS INDICATED BY MORE THAN PLUS
3/8 INCH OR MINUS 1/4 INCH.

4. FOR EXPOSED HEAD JOINTS, DO NOT VARY FROM THICKNESS INDICATED BY MORE THAN PLUS
OR MINUS 1/8 INCH.

5. FOR EXPOSED BED JOINTS AND HEAD JOINTS OF STACKED BOND, DO NOT VARY FROM A
STRAIGHT LINE BY MORE THAN 1/16 INCH FROM ONE MASONRY UNIT TO THE NEXT.

UNIT MASONRY:
COMPLY WITH ACI 530/530.1 FOR UNIT MASONRY.

ERECT ALL UNIT MASONRY WORK IN COMPLIANCE WITH LINE AND LEVEL TOLERANCES SPECIFIED IN
THIS SECTION. CORRECT OR REPLACE, AS DIRECTED BY THE LANDSCAPE ARCHITECT,
NON-CONFORMING MASONRY WORK AT NO ADDITIONAL COST TO THE OWNER.

LAY NO EXPOSED MASONRY HAVING CHIPPED EDGES OR FACE DEFECTS. REMOVE ANY SUCH UNIT,
IF INSTALLED, AND REPLACE WITH AN UNDAMAGED UNIT, AND BEAR ALL COSTS OF THIS WORK.

EXAMINE ALL CONTRACT DOCUMENTS AS TO REQUIREMENTS FOR THE ACCOMMODATION OF WORK
OF OTHER TRADES AND CONTRACTORS. TAKE EVERY PRECAUTION TO MINIMIZE CUTTING AND
PATCHING. DELIVER INSERTS AND OTHER ANCHORAGE ITEMS REQUIRED TO BE PLACED INTO
WALLS IN SUFFICIENT TIME TO PREVENT ANY DELAY IN SUCH WORK. CLOSELY COORDINATE THE
LOCATION AND PLACEMENT OF SUCH ITEMS.

THICKNESS: BUILD MASONRY CONSTRUCTION TO THE FULL THICKNESS SHOWN. BUILD SING-WYTHE
WALLS TO THE ACTUAL THICKNESS OF THE MASONRY UNITS, USING UNITS OF NOMINAL THICKNESS
INDICATED.

LEAVE OPENINGS FOR EQUIPMENT TO BE INSTALLED BEFORE COMPLETION OF MASONRY. AFTER
INSTALLATION OF EQUIPMENT, COMPLETE MASONRY TO MATCH CONSTRUCTION IMMEDIATELY
ADJACENT TO THE OPENING.

PROTECT ALL MASONRY FROM RAIN PRIOR TO, AND DURING THE INSTALLATION THEREOF. IF
AMBIENT TEMPERATURE IS IN EXCESS OF 80 DEGREES FAHRENHEIT AT TIME OF INSTALLATION,
LIGHTLY MOISTEN CONTACT SURFACES OF MASONRY UNITS BY BRUSHING WITH WATER.

DO ALL CUTTING AND PATCHING OF MASONRY REQUIRED FOR THE WORK. CUT EXPOSED MASONRY
UNITS WITH MORTAR DRIVEN SAWS TO PROVIDE CLEAN, SHARP, UNCHIPPED EDGES. CUT UNITS AS
REQUIRED TO PROVIDE CONTINUOUS PATTERN AND TO FIT ADJOINING CONSTRUCTION. USE
FULL-SIZE UNITS WITHOUT CUTTING WHERE POSSIBLE.

PROVIDE PROTECTION AGAINST BREAKAGE AND WEATHER DAMAGE TO ALL MASONRY WORK,
INCLUDING COVERINGS OVER THE TOPS OF WALLS AND WHEREVER NECESSARY TO PROTECT
WORK AT ALL STAGES OF COMPLETION. PROTECT MASONRY AT ALL TIMES WHEN MASONS ARE NOT
WORKING ON THE WALLS. APPLY TARPAULINS OR WATERPROOF PAPER PROPERLY WEIGHTED OR
NAILED TO ASSURE THEIR REMAINING IN PLACE TO PROTECT MASONRY.

LAY OUT ALL COURSING BEFORE SETTING TO ELIMINATE CUTTING CLOSURES OR JUMPING BOND.
DO NOT SPREAD ANY MORE MORTAR THAN CAN BE COVERED BEFORE SURFACE OF MORTAR HAS
BEGUN TO DRY. DO NOT ENDANGER BOND OR MORTAR BY MOVING MASONRY WHEN ONCE LAID. IF
NECESSARY TO READJUST ANY ITEMS, REMOVE ENTIRELY, CLEAN OFF MORTAR, AND RESET WITH
FRESH MORTAR.

PROVIDE AND BUILDING-IN THROUGH -WALL FLASHINGS AT CAPSTONES AND AS INDICATED IN THE

DRAWINGS, AS SPECIFIED HEREIN.

1. DO NOT ALL FLASHINGS TO PROJECT BEYOND THE FACE OF THE BRICK. CUT OFF FLASHINGS
UNTIL THEY REACH THE PROPER POSITION IN THE WYTHE WITHOUT FORMING POCKETS.

2. FROM END DAMS AT HORIZONTAL TERMINATIONS, SEAL WATERTIGHT USING FLASHING
MANUFACTURER'S RECOMMENDED ADHESIVE AND SEALER.

3. AT CAPSTONES, APPLY A HEAVY BED COAT OF COMPATIBLE ADHESIVE MASTIC AND EMBED
THROUGH-WALL FLASHING IN THE MASTIC BEFORE LAYING BRICK.

4. CLEAN SURFACE OF BRICKWORK SMOOTH AND FREE FROM PROJECTIONS THAT MIGHT
PUNCTURE OR OTHERWISE DAMAGE FLASHING MEMBRANE.

5. CAREFULLY FIT FLASHING AROUND PROJECTIONS, NEATLY FOLD AND BED IN MASTIC OR
MORTAR SO AS TO DIRECT MOISTURE TO THE OUTSIDE. FORM FLASHING TO REQUIRED
PROFILES WITHOUT WRINKLES OR BUCKLES AND INSTALL IN SUCH A MANNER AS TO DIRECT
MOISTURE TO THE OUTSIDE.

EXCEPT FOR CLEANING DOWN AND RE-POINTING, FINISH ALL MASONRY AS THE WALLS ARE
CARRIED UP. TAKE SPECIAL CARE TO AVOID SOILING OR STAINING MASONRY THAT | TO REMAIN
EXPOSED IN FINISH WORK.

MORTAR BEDDING AND JOINTING FOR WALLS:

BRICK LAYING: SET BRICK IN FULL BED OF MORTAR WITH ALL VERTICAL JOINTS SLUSHED FULL.
APPLY ENOUGH MORTAR AT BED AND END JOINTS TO ALLOW MORTAR TO BE FORCED OUT BOTH
SIDES OF THE FACE SHELL. WET BRICK JOINT SURFACES THOROUGHLY BEFORE SETTING. FOR
BRICK SURFACES THAT ARE SOILED, CLEAN BEDDING AND EXPOSED SURFACES WITH FIBER BRUSH
AND SOAP POWDER AND RINSE THOROUGHLY WITH CLEAR WATER.

CUT JOINTS FLUSH FOR MASONRY WALLS TO BE CONCEALED OR TO BE COVERED BY OTHER
MATERIALS, UNLESS OTHERWISE INDICATED.

POINT AND FILL ALL HOLES AND CRACKS IN NEW MORTAR JOINTS WITH ADDITIONAL FRESH
MORTAR, DO NOT MERELY SPREAD ADJACENT MORTAR OVER DEFECT OR USE DEAD MORTAR
DROPPING. DO ALL POINTING WHILE MORTAR IS STILL SOFT AND PLASTIC. IF HARDENED, CHISEL
DEFECT OUT AND REFILL SOLIDLY WITH FRESH ADDITIONAL MORTAR AND TOOL AS SPECIFIED.

FLASHING, WEEP HOLES, AND CAVITY VENTS:

INSTALL FLASHING AS FOLLOWS UNLESS OTHERWISE INDICATED:

1. PREPARE MASONRY SURFACES SO THEY ARE SMOOTH AND FREE FROM PROJECTIONS THAT
COULD PUNCTURE FLASHING. WHERE FLASHING IS WITHIN MORTAR JOINT, PLACE
THROUGH-WALL FLASHING ON SLOPING BED OF MORTAR AND COVER WITH MORTAR. BEFORE
COVERING WITH MORTAR, SEAL PENETRATIONS IN FLASHING WITH ADHESIVE, SEALANT, OR
TAPE AS RECOMMENDED BY FLASHING MANUFACTURER.

2. AT MASONRY-VENEER WALLS, EXTEND FLASHING THROUGH VENEER, ACROSS AIRSPACE BEHIND
VENEER, AND UP FACE OF SHEATHING AT LEAST 8 INCHES; WITH UPPER EDGE TUCKED UNDER
AIR BARRIER, LAPPING AT LEAST 4 INCHES.

3. CUT FLEXIBLE FLASHING OFF FLUSH WITH FACE OF WALL AFTER MASONRY WALL CONSTRUCTION
IS COMPLETED.

INSTALL SINGLE-WYTHE CMU FLASHING SYSTEM IN BED JOINTS OF CMU WALLS WHERE INDICATED
TO COMPLY WITH MANUFACTURER'S WRITTEN INSTRUCTIONS. INSTALL CMU CELL PANS WITH
UPTURNED EDGES LOCATED BELOW FACE SHELLS AND WEBS OF CMUS ABOVE AND WITH WEEP
SPOUTS ALIGNED WITH FACE OF WALL. INSTALL CMU WEB COVERS SO THAT THEY COVER
UPTURNED EDGES OF CMU CELL PANS AT CMU WEBS AND EXTEND FROM FACE SHELL TO FACE
SHELL.

INSTALL WEEP HOLES IN EXTERIOR WYTHES AND VENEERS IN HEAD JOINTS OF FIRST COURSE OF
MASONRY IMMEDIATELY ABOVE EMBEDDED FLASHING.

1. USE SPECIFIED WEEP/CAVITY VENT PRODUCTS TO FORM WEEP HOLES.
2. SPACE WEEP HOLES FORMED FROM PLASTIC TUBING 16 INCHES O.C.

PLACE CAVITY DRAINAGE MATERIAL IN AIRSPACE BEHIND VENEERS TO COMPLY WITH
CONFIGURATION REQUIREMENTS FOR CAVITY DRAINAGE MATERIAL IN "MISCELLANEOUS MASONRY
ACCESSORIES" ARTICLE.

REPAIRING, POINTING, AND CLEANING:

REMOVE AND REPLACE MASONRY UNITS THAT ARE LOOSE, CHIPPED, BROKEN, STAINED, OR
OTHERWISE DAMAGED OR THAT DO NOT MATCH ADJOINING UNITS. INSTALL NEW UNITS TO MATCH
ADJOINING UNITS; INSTALL IN FRESH MORTAR, POINTED TO ELIMINATE EVIDENCE OF REPLACEMENT.

POINTING: DURING THE TOOLING OF JOINTS, ENLARGE VOIDS AND HOLES, EXCEPT WEEP HOLES,
AND COMPLETELY FILL WITH MORTAR. POINT UP JOINTS, INCLUDING CORNERS, OPENINGS, AND
ADJACENT CONSTRUCTION, TO PROVIDE A NEAT, UNIFORM APPEARANCE. PREPARE JOINTS FOR
SEALANT APPLICATION, WHERE INDICATED.

IN-PROGRESS CLEANING: CLEAN UNIT MASONRY AS WORK PROGRESSES BY DRY BRUSHING TO
REMOVE MORTAR FINS AND SMEARS BEFORE TOOLING JOINTS.

FINAL CLEANING: AFTER MORTAR IS THOROUGHLY SET AND CURED, CLEAN EXPOSED MASONRY AS

FOLLOWS:

1. REMOVE LARGE MORTAR PARTICLES BY HAND WITH WOODEN PADDLES AND NONMETALLIC
SCRAPE HOES OR CHISELS.

2. TEST CLEANING METHODS ON SAMPLE WALL PANEL; LEAVE ONE-HALF OF PANEL UNCLEANED
FOR COMPARISON PURPOSES. OBTAIN ARCHITECT'S APPROVAL OF SAMPLE CLEANING BEFORE
PROCEEDING WITH CLEANING OF MASONRY.

3. PROTECT ADJACENT MASONRY AND NON-MASONRY SURFACES FROM CONTACT WITH CLEANER
BY COVERING THEM WITH LIQUID STRIPPABLE MASKING AGENT OR POLYETHYLENE FILM AND
WATERPROOF MASKING TAPE.

4. WET WALL SURFACES WITH WATER BEFORE APPLYING CLEANERS; REMOVE CLEANERS
PROMPTLY BY RINSING SURFACES THOROUGHLY WITH CLEAR WATER.

5. CLEAN MASONRY BY BUCKET-AND-BRUSH HAND-CLEANING METHOD DESCRIBED IN BIA
TECHNICAL NOTES 20.

MASONRY WASTE DISPOSAL:

SALVAGEABLE MATERIALS: UNLESS OTHERWISE INDICATED, EXCESS MASONRY MATERIALS ARE
CONTRACTOR'S PROPERTY. AT COMPLETION OF UNIT MASONRY WORK, REMOVE FROM PROJECT
SITE.

MASONRY WASTE RECYCLING: RETURN BROKEN CMUS NOT USED AS FILL TO MANUFACTURER FOR
RECYCLING.

EXCESS MASONRY WASTE: REMOVE EXCESS CLEAN MASONRY WASTE THAT CANNOT BE USED AS
FILL, AS DESCRIBED ABOVE OR RECYCLED, AND OTHER MASONRY WASTE, AND LEGALLY DISPOSE
OF OFF OWNER'S PROPERTY.
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